New Hampshire Volunteer River Assessment Program

2020 Johns River Watershed Data

Measurements not meeting New Hampshire surface water quality standards

Measurements not meeting NHDES quality assurance/quality control standards

A Specific conductance > 835 uS/cm indicates exceedance of chronic chloride standard of 230 mg/L

® Chronic water quality standard

55-CNT: Connecticut River, Dalton (Railroad Bridge)

L

. o Specific
T f T W T b
Date Slamme Te DO (mg/L) | DO (% sat.) pH (l:::j;y Conductance ati: C)emp
- (uS/cm)
<10 NTU
>75% Dail
Standard >5.0 a1 6580 above 835 ps/cm” NA
Average
background
09/19/2020 15:37 6.66 1.55
03-JHN: Johns River, Dalton (Faraway Road Bridge)
. s Specific
Ti f T W T b
Date S::‘e Te DO (mg/L) | DO (% sat.) pH (ul\r:_ll:’;;y Conductance ati: c)emp
. (uS/cm)
<10 NTU
>75% Dail
Standard >5.0 °Paly | 65.8.0 above 835 ps/cm” NA
Average
background
09/19/2020 14:45 2.65 14.2
02-JHN: Johns River, Dalton (French Road)
i .. Specific
Date UL DO (mg/L) DO (% sat.) pH Turbidity Conductance Wate: Temp.
Sample (NTUs) (°c)
(uS/cm)
<10 NTU
>75% Dail
Standard >5.0 %Daily | o cs0 above 835 ps/cm® NA
Average
background
09/19/2020 15:12 7.65 2.20




01-JHN: Johns River, Dalton (Route 135 Bridge)

. s Specific .
Time of Turbidity Water Temp. Chloride
Date DO (mg/L) DO (% sat.) pH Conductance
S | NTU °C L
ample (NTUs) (uS/cm) (°C) (mg/L)
<10 NTU
>75% Dail
Standard >5.0 - 6.5-8.0 above 835 pS/cm” NA 230°
Average
background
09/17/2020 11:10 13
09/19/2020 15:49 3.98

53-CNT: Connecticut River, Dalton (Gilman Road Bridge)

) o Specific
T f T W T b
Date Slamme Te DO (mg/L) | DO (% sat.) pH (l::l:’;y Conductance at(-:: c)emp
P (uS/cm)
<10 NTU
>75% Dail
Standard >5.0 a1 6580 above 835 ps/cm” NA
Average
background
09/19/2020 16:20 9.40 94.4 7.36 35.4 15.6
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